SPECIFICATIONS

SPECIFICATIONS

Power Output (RMS, 20Hz — 20kHz)

4 Channel Driven

3 Channel Driven

2 Channel Driven

9OW x4
(8 ohms load, 0.009% THD, SPECIAL*®)
125W x4
(4 ohms load, 0.02% THD, NORMAL*)
B0OW x 2
(8 ohms load, 0.009% THD, NORMAL*)
250W x 1
(8 ohms load, 0.02% THD, NORMAL"*)
250W x 2
(8 ohms load, 0.02% THD, NORMAL*)

*Setting position of POWER TRANSFER CONTROL.

Power Output (Dynamic, IHF A-202)

Single Channel
Bridged Channel

Load Impedance
4 Channel Mode
2 Channel Mode
Total Harmonic Distortion

156W/ch. (8 ohms load)
250W/ch. (4 ohms load)
500W/ch. (B ohms load)
400W/ch. (4 ohms load)

210 16 ohms
4 to 16 ohms

(20 — 20kHz/90W/8 ohms load, 4 Channel Driven)

0.009%

Frequency Response (1W/8 ohms load)

Input Sensitivity

4 Channel Mode

2 Channel Mode
Input Impedance
Damping Factor (1kHz)
Signal to Noise Ratio
Channel Separation
Power Requirement
Dimensions
Weight

5Hz — 200kHz, +0/-3dB
20Hz — 20kHz +0/ - 1dB

1.2v

0.9v

20k ohms

More than 50

115dB

90dB (1kHz, B ohms)

S80W

17-1/2"(W) x 5-5/8"(H) x 16-3/4"(D)
40-1/8 Ibs.

Specifications are subject to change without notice.

“dbx" is a registered trademark of dbx, Newton, Mass. USA, a
division of BSR North America Ltd.
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